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PuTTY Configuration for WebEngine

@ PuTTY Configuration [Z] @ PuTTY Configuration [Z]
Category: Select Session Categorny:
=~ Session Basic options for your PuT T session SETTELS S Options controlling the terminal emulation
Logaing - — Select Terminal - —
X Specify the destination you want bo connect o T Set various terminal options
= Terminal = Terminal L
P Host Mame [or IP address] Port Kepboard Auto wrap mode initially on
Enter IFP address here: |192168 s e 23 Bel [C]CEC Origin Mode initially an
Features Connection type: Features [Dimplicit CF in every LF
= Windaow () Baw (3 Telnet O Rlagin C)85H (O Serial = "window Usze background colour to eraze screen
Select Telnet Load. zave or delete a stored session Appea.rance LJEnable biinking text
Behaviour . ) Behaviour Anzwerback to “E:
Translation Saved Sessions Translation PUTTY
Selection Selection Set local echo and
Eoloyrs Default Settings Eolo.urs Line diszipline options—— |ing editing off
=)~ Connection = Connection Local echo:
Dats Data () futn () Force on Force off
Prosy Proy Local line editing:
Telnet Telnet (O Auta (O Force on
Rlagin Rlogin
+- 55H F- 55H Fiemate-contralled printing
Serial Close window on exit Serial Printer to zend ANSI printer output to: _
O Always O Mever (3 Only on clean exit Nane [priting dizabled) ™
[ abot [ Hep | [ open [ Cancel |l [ abot  J[  Hep | [ Open J[ cConcel |
@ PuTTY Configuration [z] @ PuTTY Configuration E]
Categony: Categony:
= Sezzion Options controlling the connection = Sezzion Options controling Telnet connections
L.ogglng Sending of null packets to keep seszion active L.ogglng Telnet protocol adjustments
=I- Terminal =1 Teminal Handing of LD EMVIRCN ambiauit
i ! i glives [0to tun off] |0 andling ol L arnbiguity:
Uncgjck Disable Maggle's algorithm g:_ll,llboard () BD [commoplace] () AFC 1408 funusual]
Featu[es\léw-level TCF connection options Features Tel iation mode: O et
=1 Window Disable Magle's algorithrn [TCP_NODELAY option) =1 indow ' clive
Appearance ] Appearance evboard gends Telnet special commands
- 5 : | Réturn key sends Telnet Mew Line instead of "t
Check Enable TCF keepalives) version Behaviou
| ransianon E Translation
Selection © Ao O 1P O 1P Selection Select Passive Telnet negotiation mode
Select Connection Colours
=I- Connection =I- Connection
Data Mat=
Praxy Select Telnet
Telnet Telnet
FRilogin Rilogin
+-55H +-55H
Serial Serial
About ] [ Help ] [ Open ] [ Lancel ] [ About ] [ Help ] [ Open ] [ Lancel
[ PuTTY Configuration %]
Category: Select Session
=~ Seszion Basic optionz for your PuTTY session
T L.oglglng Specify the destination pou want to connect to
o Fmna Host Mame [or IP address Port
Kevpboard
Eel 192168 s, s 23
Features Connection ype:
= Wwirdow (O Baw (& Tehet O Rlogin O 55H O Serial
&)
BEE::E:[CE Load, save or delete a stored session
Translation Saved Sessions
Enter a session name: 'webEngine
Colours :
Default Settings
=- Connection ‘wiebE ngine E
Data
Frow Click Save
Rlogin
= 55H
Serial Cloze window on exit:
O dlways (O Mever (&) Only on clean exit
Click Open—.__
About ] [ Help ] [ Open ] [ Lancel
Mar 17, 2011 Page 1 of 1

RENESANS




